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attach every 16"
at top rail

FENCE ON SHARP BREAK IN GRADE

10'-0" Max

2'-6" for fabric less than 5'-0" high
3'-0" for fabric 5'-0" and over Not less than 3 times maximum cross

section of post with minimum of 8"

10'-0" Max

Terminal post
Line post

2" x 4", Non-Climb,
w/ stiff stay knot

Terminal post

center fence
fabric on front
side of top rail

attach every 14"
at line post

Note: Posts are saddled, top rail is
recessed into saddle line post.
Post & top rail welded together.
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10'-0" Max 10'-0" MaxGate
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Gate panel

PCC

Terminal post

Cap

2" x 4", Non-Climb, w/ stiff
stay knot, typ.Latch post

Gate post

grade

FENCE GATE INSTALLATION

Length as specified

at Gate post

2'-6" for fabric less than 5'-0" high
3'-0" for fabric 5'-0" and over

Type CL - 4  =  4'-0" fabric
Type CL - 6  =  6'-0" fabric

Line post
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PCC

2" x 4", Non-Climb,
w/ stiff stay knot Cap

Allow 6" to 8"
clearence for

Wildlife passage
 under fencing

grade

grade

CORNER POST

End and corner post assembly
2'-6" for fabric less than 5'-0" high
3'-0" for fabric 5'-0" and over

Not less than 3 times maximum cross
section of post with minimum of 8"

2'-6" for fabric less than 5'-0" high
3'-0" for fabric 5'-0" and over

10'-0" Max

Terminal postLine post

Make-up
(see detail this page)

Top rail welded, typ.

Cap

MAKE-UP DETAIL

16"

Terminal post
triple wrap knot

center fence
fabric on front
side of top rail

wrap fence

wrap fence

TYPICAL MEMBER DIMENSIONS   (See Notes)

LINE POSTS TERMINAL, LATCH & CORNER POSTS TOP RAIL, WELDED ON

Above post dimensions and weights are minimums.
Larger sizes may be used on approval of the Engineer.

FENCE
HEIGHT NOMINAL I.D.

4' & less 1  7/8"1 1/2"

NOMINAL O.D. NOMINAL I.D. NOMINAL O.D. NOMINAL I.D. NOMINAL O.D.

2 3/8"over 4' 2"
2"

2  1/2"
2 3/8"
2  7/8" 2"

1 1/2" 1  7/8"
2 3/8"

FENCE
HEIGHT

GATE POST
GATE WIDTHS NOMINAL

I.D.

over 5'

2  1/2"

5' & less

Up thru 6'-0"

over 12'-0" thru 18'-0"
over 6'-0" thru 12'-0"

over 18'-0" to 24'-0
max

Up thru 6'-0"

over 12'-0" thru 18'-0"
over 6'-0" thru 12'-0"

over 18'-0" to 24'-0
max

WEIGHT
PER FOOT

NOMINAL
O.D

2  7/8"
7.583" 3  1/2"
4.95

9.113  1/2" 4"
18.976" 6  5/8"

2  1/2" 2  7/8"
7.583" 3  1/2"
4.95

10.974"
18.976" 6  5/8"

4  1/2"

Gate

Gate panel
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Terminal post

Cap

Latch post

Gate post

PCC

3/8" Steel
Truss rod Gate latch

FENCE GATE DETAIL

at Gate post

Notes:
1. The gate shall be consistent with the
fence design & materials.
2. Gate frame material shall be 1 5/8" O.D.
black pipe.
3. Triple wire wrap fabric typ. and
consistent with fence installation.  (See
MAKE-UP DETAIL)

2" x 4", Non-Climb, w/ stiff stay
knot, typ.

NOTES:
1.  The below table shows examples of post and
brace sections which may comply with the
Specifications.
2.  Sections shown in the tables must also comply
with the strength requirements and other
provisions of the Specifications.
3.  Other sections which comply with the strength
requirements and other provisions of the
Specifications may be used on approval of the
Engineer.
4.  Options exercised shall be uniform on any one
project.
5.  Dimensions shown are nominal
6.  Offset to be 2'-0" at monument locations,
measured at right angles to R/W lines.  Taper to
acheive offset to be at least 20'-0" long.
7. Bottom fencing clearance - Fencing fabric can
be vertically offset 6" to 8" to provide passage for
natural wildlife as neccessary or desired.
8. Posts are saddled, top rail is recessed into
saddle line post.
Post & top rail welded together.


